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SensAlarm® Plus Replacement and Upgrade Notice

Sensidyne officially designates the SensAlarm Flex 
as the successor system for the SensAlarm Plus. The 
SensAlarm Flex is comparable with our SensAlarm Plus 
and represents our latest flagship model, incorporating 
new advanced features and unparalleled flexibility to 
meet a diverse range of critical safety applications. Not 
only is the SensAlarm Flex technologically superior, it 
also provides a more cost-effective solution..

Compatibility and Upgrade Features: SensAlarm Plus SensAlarm Flex
Universal Transmitter compatible with Plus Series Sensors 3 3

NEMA 4X Enclosure 3 3

Remote Sensor Capabilty (up to 100ft / 30.5m) 3 3

Electrical Safety Certified for US, Canada 3 3

ToD (Test on Demand) Capability 3 3

Battery Back-up Option 3 3

Non-intrusive interface (via magnetic wand) 3 3

95dB Piezo Horn 3 3

Strobe Lights Option Standard
Modbus, 4-20mA, and 4 relays Option Standard

SensAlarm Flex Advanced Features:  

Single or Dual sensor capability 3

7 inch (17.8cm) color LCD Screen 3

Interactive User GUI Interface 3

Option for 316 Stainless Steel Heads 3

Option for 4 additional Relays 3

Ethernet Modbus TCP 3

CE Mark 3

Dimensions:
Width 9.75” / 24.8cm 9.8” / 24.9cm
Height 20.0” / 50.8cm 16.1” / 40.8cm
Depth 6.4” / 16.3cm 7.0” / 17.8cm

Weight 9.75-13.75lbs / 4.4-6.3kg 12.25-24.17lbs / 5.6-9.0kg

FIXED GAS DETECTION

SENS FLEX

The SensAlarm Plus all-in-one system will be discontinued March 1, 2024.

For more information, visit Sensidyne.com/Flex or call us at +1 727-530-3602.
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