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SensAlert Plus Power Module

AC Power

Conduit must be earth-grounded to
prevent shock hazard
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Can be used for AC earth
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Installation and wiring must

comply with Federal, State & Local
regulations and the National

Electrical Code for hazardous locations
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Power Module Components & Wiring Diagram
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SensAlert Plus Power Module

Power Module Specifications

General Specifications
(@0 o [ 1) PP 3/4” NPT

DIMENSIONS. ..t 5.71” (W) x 4.96” (H) x 4.21” (D)
145.0 mm (W) x 126.0 mm (H) x 107.0 mm (D)

WEIGNT. .o Approx. 2.54 Ibs. (1.15 kQ)

INPUL. .. 85-265 VAC, 50-60 Hz
(011 o | S P 24V £ 0.1 VvDC
420 Ma, 10 W
WM SIZE. . Plugs accept 14-24 AWG
Classification

Explosion-Proof Rating For NPT Only: Classified by CSA certificate 1717515 for use in areas
Rated Class I, Groups A,B,C,D, / Class Il, Groups E,F,G / Class Ill Enclosure type 4x / Divisions | & Il,
Contain the explosion and quench the flame.

Spare Parts

10 Watt Power Supply Board............cocoiviiiiiiiiiiiiinenss 7013948-3
2 Position Terminal Plug (Output)...........cooviiiiiininnen.n. 7015316-2
3 Position Terminal Plug (INput).........ccoooiiiiiiiiiinn, 7015316-3
N (5.71 )4—
[145.0 mm]
 — (5.00 )4— (4.21
[127.0 mm] [107.0 mm]

(4.96
[126.0 mm]
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